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Instruction Sheet  April 2021 

Installation Instructions  

R22 Meter Box Repair Unit 

 

Ritherdon R22 Meter Box Repair Units are 
designed to clip onto your existing meter box backplate using a thin 
10mm flange running along the top and the sides of the back of the 
unit. The existing GRP box is removed from the backplate after which 
the R22 unit is simply clipped into position using a spring-operated 
bracket. The meter does not need to be disconnected, and no 
specialist tools or contractors are required. 
 
Each R22 Door and Frame unit comes with a small plastic bag 
containing: 

• 1 x Tri-key 
 
To fit the R22 Door and Frame unit you will need: 

• A pair of pliers (Only if pipe cut-outs must be removed) 
 
 

Installation Instructions 
 

1. Remove your current GRP meter housing from the backplate. 
 

2. Remove cable cut-outs with a pair of pliers using a twisting motion, if required. 
 

3. Hook the top lip of the R22 over the top of the backplate. 
 

4. Push the lower end of the R22 towards the wall until it snaps into place. 
 

5. Optional - Drill screws (not included) through any of the five 7mm holes at the bottom into the 
backplate for extra security. 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

Please contact our technical team if you require any more information or if you have any 
questions regarding this sheet. 

Figure 2 - R22 hooked onto backplate before 
snapping in. 

Figure 3 - R22 snapped into place, completing 
installation. 

Figure 1 – Picture of an open R22 with 
hooking-flanges visible 
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