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Instruction Sheet  April 2021 

Installation Instructions  

R23 Meter Box Repair Unit 

Ritherdon R23 Meter Box Repair Units are designed to 
replace your existing GRP frame, attaching directly into the recessed box 
behind. This is achieved through the use of four fixing tabs at the back of 
the unit. These tabs are 93mm long and 25mm wide, each containing two 
3mm holes through which fixing screws can be used. Self-tapping screws are 
used to fix the R23 directly to the inside of the recessed box, providing the 
meter with stainless steel protection. The meter does not need to be 
disconnected, and no specialist tools or contractors are required. 
 
Each R23 Door and Frame unit comes with a small plastic bag containing: 

• 1 x Tri-key 
 
To fit the R23 Door and Frame unit you will need: 

• Drill 

• 4 - 8 x 3g (2.5mm diameter) Self Tapping Screws (Not Included) 

• Appropriate drill bit for the above 
 
 
 
 

Installation Instructions 
 

1. Remove the GRP frame from the recessed box.  
 

2. Place the R23 unit over your meter box as you would like it to be positioned. 
 

3. If desired, mark pilot hole positions through the fixing holes using a marker pen. 
 

4. Drill the pilot holes using the appropriate drill bit.  
 

5. Place the R23 unit back over your meter box and drill the self-tapping screws in the desired 
positions. 

 

6. Secure the R23 unit in place by tightening the screws. 
 
 
 
 
 
 
 
 
 
 
 
 
 

Please contact our technical team if you require any more information or if you have any 
questions regarding this sheet. 

Figure 1 – Picture of an open R23G  
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