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Instruction Sheet  April 2021 

Installation Instructions  

R24M Tall Meter Box Repair Unit 

 

Ritherdon R24M Tall Meter Box Repair Units are 
designed to retrofit to existing floor mounted pre-payment meter boxes 
through the use of four external fixing holes, two either side of the 
bottom of the unit. Screws and nuts are used to fix the R24 unit to your 
existing meter box. The fixing screws will pass through the R24, through 
holes drilled in the GRP box and will be each threaded onto a nut.  
 

Each R24M Tall Door and Frame comes with a small plastic bag 
containing: 

• 2 x Nylon Screws 

• 2 x Nylon Inserts 

• 2 x Nylon Nuts 

• 1 x Tri-key 
 

To fit the R24M Tall you will need: 

• Drill 

• 6mm Drill Bit 

• Screwdriver 

• 4 x M5 screws (Not Included) 

• 8 x M5 washers (Not Included) 
 

Installation Instructions 
 

1. Remove the lid from your current meter box.  
 

2. Place the R24M Tall Frame over your current meter box. 
 

3. Mark the four fixing hole positions through the holes in the R24 body using a marker pen/pencil. 
 

4. Drill through the GRP at the marked fixing points on your wall using the drill with the 6mm bit.  
 

5. Place the R24 Frame over your meter box once again, lining the fixing holes up with the fixing 
points you have created.  
 

6. Pass the screws each through a washer, the R24 Frame, the GRP box, another washer, the spring 
washer, then thread the nut on the end.  

 

7. Secure the R24 Frame in place by tightening the screws and nuts as desired. 
 

8. Fit the Nylon inserts in the hinge holes of the frame. 
 

9. Place the R24M Lid such that the hinge holes line up with those on the frame. 
 

10. Attach the lid using the screws and bolts with the screwdriver and spanner. 
 

11. Close the lid and lock using the Tri-Key. 
 

Please contact our technical team if you require any more information or if you have any 
questions regarding this sheet. 

Figure 1 – Picture of an R24M Tall Unit 

• 8mm Spanner 

• 10mm Spanner 

• Marker pen/pencil 

• 4 x M5 hex-head screws (Not Included) 

• 4 x M5 spring washers (Not Included) 
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