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Instruction Sheet  August 2021 

Installation Instructions  

R22 FireSeal Units 

 

Ritherdon R22 FireSeal Units are designed to retrofit to your existing meter through the 
use of seven fixing holes within brackets around the unit. Screws and wall plugs are used to fix the unit to 
the wall behind.  
 
Each R22 FireSeal unit comes with the following: 

• 1 x Tri-Key 

• Mounting Bracket (412mm x 30mm) 

• 2 x Small 90o Support Brackets 

• 2 x M5 10mm Pozi Screws for the above 

• 2 x Blanking Plates (attached to unit) 

• 8 x M5 Nuts for the above (attached to unit) 

• 2 x Intumescent ‘U’ Gaskets (attached to unit) 
 
To fit the R10 Door and Frame unit you will need: 

• Drill 

• 6mm Drill Bit 

• Tin Snips 

• M5 Spanner 
 

Installation Instructions 
 

1. Remove any existing meter box if possible. If not possible, the existing door should be removed. 
 

2. Determine which of the blanking plates need to be removed from the bottom of the R22 to allow 
the passage of any gas pipes. Remove one or both plates along with the ‘U’ gasket (sandwiched 
between the plate and the unit) as appropriate by removing the M5 nuts. 

 

3. Place the mounting bracket against the wall horizontally and mark the three hole positions.  
 

4. Drill through the marked holes using the 6mm bit to a depth of approximately 35mm and insert the 
metal plugs. The bracket can then be fixed on the wall using the screws and washers provided. 
 

5. Attach the 90o support brackets to the tapped holes on the left and right sides of the unit using the 
M5 screws provided 
 

6. Hang the R22 unit on the mounting bracket and check the gas pipe position. The positions of the 4 
remaining fixing points can also be marked on the wall. 

 

7. Cut the grille in one or both sealant insert plates such that when in place, they will allow the gas 
pipe(s) to pass. Fix the plate to the R22 with the ‘U’ gasket (from Step 2) in between. 
 

8. Create the remaining fixing points marked during Step 6, as done in Step 2. 
 

9. Secure the R22 unit in place with the screws and washers provided. 
 

10. Open the door and fill the sealant insert plate tray(s) with the fire rated sealant provided to secure 
the gas pipe(s).  

• Pozidriv Screwdriver  

• Marker pen/pencil 

• Sealant Gun 
 

• 2 x Sealant Insert Plates 

• 1 x Tube of Pyroplex Intumescent Acrylic 
Sealant 

• 7 x Metal 6x30mm Wall Plugs 

• 7 x 4.2x50mm Screws 

• 7 x 20mm Washers for the above  
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