Adaption Kit for Additional

RITHERDON

Message Sign CABINET-0858-4-000

Installation Guidelines

A WARNING

ELECTRICAL SHOCK HAZARD

FAILURE TO FOLLOW THIS WARNING
COULD RESULT IN PERSONAL INJURY
OR DEATH.

BEFORE BEGINNING AND MODIFICATION
OR INSTALLATION BE SURE THE MAIN
ELECTRICAL DISCONNECT IS IN THE OFF
POSITION

A WARNING

ONLY AUTHORISED PROFESIONALS TO
INSTALL THE KIT. INSTALLATION BY
UNSKILLED PERSONS MAY LEAD TO
IMPROPER INSTALLATION OR ELECTRIC
SHOCK.

Safety Considerations

Only qualified electricians should work on
this electrical installation.

Ensure correct PPE is worn during
installation of kit.

Install physical barriers around electrical
hazards.

Beware of conductive tools and materials.
De-energize PDU and use Lockout/tagout
were necessary.

Test Unit to ensure that it is not live.

After the work is complete ensure that all
factory-fitted connections are checked.
Electrical safety tests MUST be conducted
after installation is complete.

Ensure that a registered log is created on
any work undertaken and that any wiring
diagrams are updated to reflect changes
and alterations.

Installation order - refer to figure 1 for installation.

1) Remove All Cover Panels on the PDU.

2) Remove item CABINET-0858-4-000 from packaging.
3) Clip the terminal block in place, as shown, onto Panel 5 DIN Rail.

4) Panel 2 DIN Rail — Remove 3off blanks adjacent to the existing Message sign circulit.

5) Panel 2 DIN Rail — by routing the cables along the lefthand edge of the PDU, line the RCD
and Fuse Carrier up with existing Message Sign.

6) Clip in place the RCD & Fuse Carrier, as shown, feeding the unconnected live and neutral
cables from the RCD through the cut-out lining them up with the terminal blocks on panel 3.

7) Using a terminal screwdriver depress the lever to the empty live terminal and insert the Live
cable ensuring it is correctly seated before releasing. Repeat this with the Neutral cable.

8) Using the cable ties provided, tie the cables to the existing wiring in between Panels 4 & 5
and Panels 2 & 3.

9) Check all factory-fitted connections.

10)Fit the labels provided to panel 2 above the Fuse carrier and RCD.

11)Complete electrical safety test on new installation.
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Adaption Kit for Additional

RITHERDON Message Sign CABINET-0858-4-000
Installation Guidelines
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