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NH Type 609NCabinet Lifting Guidelines 
 

1. Inspect Lifting Slings and Shackles for damage before use. 
2. Ensure the correct slings and shackles are being used for the lift. 
3. Do not exceed the working load limit of the slings and shackles. 
4. Ensure the load is secured. 
5. Ensure the lifting point is directly above the centre of gravity. 

 
D Shackle Selection 

 

Lifting Strap Selection 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Working load 
(Ton) 

Diameter 
Bow (inch) 

Diameter  
Pin (inch) 

Diameter Eye 
(inch) 

Inside Width 
(inch) 

Inside Length 
(inch) 

Weight  
Each (kg) 

1.5 5/8 3/4 1.1/2 1.1/4 2.1/2 0.63 

2 3/4 7/8 1.3/4 1.1/2 2.7/8 1 

Colour Straight Pull 
(Ton) 

Choke Lift  
(Ton) 

Basket Lift 0-7°  
(Ton) 

Basket Lift 0-45° 
(Ton) 

Basket Lift 45-60°  
(Ton) 

Violet 1 0.8 2 1.4 1 

Green 2 1.6 4 2.8 2 

Yellow 3 2.4 6 4.2 3 

Grey 4 3.2 8 5.6 4 

Red 5 4.0 10 7.0 5 

Brown 6 4.8 12 8.4 6 

Blue 8 6.4 16 11.2 8 

Orange 10 8.0 20 14.0 10 
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NH Type 609N Installation Instructions 
 

1. Lower cabinet onto plinth using lifting guidelines. 
2. Line cabinet through with fixing holes. 
3. Using bolts provided and arrangement shown fix cabinet to the plinth. 
4. Square cabinet up and tighten bolts to 65Nm. 
5. Using a resin-based product seal the base of the cabinet above the 

minimum fill line. 
 

 
NH Type 609N Cabinet Maintenance Schedule. 
 
External Cabinet Check  
 

Assessment Remedy Parts Needed Tools 
Required 

Maintenance 
Check 

Maintenance 
Action 

Damage to Painted 
Surfaces. 

Touch up 
damaged areas 
with spray can. 

Flint Grey 
Aerosol spray 
can. 

N/A Annual 
Maintenance 

N/A 

Labels adhered to 
Cabinet. 

Replace labels 
if adhesion 
failed. 

External 
Electricity Label 

N/A Annual 
Maintenance 

N/A 
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Internal Cabinet Check 
 
 

Assessment Remedy Parts 
Needed 

Tools 
Required 

Maintenance 
Check 

Maintenance 
Action 

Check seals for  
Cracks, Splits and  
Rips 

Replace Seals Composite 
EPDM 
sealing strip, 
self-grip type 
2.0M 

Rubber/Nylon 
Mallett, 
Handheld 
snips. 

Annual 
Maintenance 

N/A 

3-point lock is free 
moving, no binding. 
Check for missing or 
damaged parts 

If Binding 
grease all 
contact points. 
Replace any 
parts missing.  

Adaptors, 
Rod Rollers, 
Guides, 
Lock, Cam. 

WD40. Pliers, 
30mm 
Spanner, 
10mm 
Spanner, SW3 
Allen Key. 

Annual 
Maintenance 

Grease contact 
points on Annual 
Maintenance. 

Hinges move freely, 
no binding. No 
missing parts. 

If binding 
grease all 
contact points. 
Replace any 
missing parts. 

Hinge Bar WD40. 
Large flat 
head 
screwdriver, 
nylon mallet. 

Annual 
Maintenance 

Grease contact 
points on Annual 
Maintenance 

All Earth Leads 
Attached, no sign of 
damage or 
abrasion. 

Replace 
Damaged Earth 
Cables. 

Single End 
Earth Lead, 
Double End 
Earth Lead. 

10mm 
Spanner. 

Annual 
Maintenance 

N/A 

Check Cabinet 
electrical devices 
function correctly. 

If not working 
contact R&Co. 

Electrical 
components 

Terminal 
Screwdriver. 

Annual 
Maintenance 

N/A 

Check Maintenance 
Socket Still works 

If not working 
Contact R&Co. 

IP 65 Rated 
13a Socket. 

Pozi 2 & 
terminal 
Screwdriver. 

Annual 
Maintenance 

N/A 

Ensure cabinet door 
stops function, no 
binding. 

If not working 
Replace unit. If 
binding Grease 
contact 
surfaces. 

Telescopic 
cover 
stay/winstop. 

10mm 
Spanner. 

Annual 
Maintenance 

Grease Contact 
points on Annual 
Maintenance 

Check all bolted and 
screwed 
connections. 

Tighten all 
connections if 
loose. Replace 
if missing. 

Various Nuts 
bolts screws 
& washers.  

10mm 
Spanner x2, 
Pozi 2 
Screwdriver 

Annual 
Maintenance 

N/A 

Check all internal 
labels are in place 
and visible. 

Clean if not 
visible, replace 
if adhesion 
failed. 

Earth Label, 
Cabinet 
heater label, 
Cabinet 600 
label. 

N/A Annual 
Maintenance 

N/A 

 
 
 
 
End of Life Disposal Information 
 
All materials shall be disposed of in accordance with the relevant EWC numbers 
stated and all applicable regulations regarding waste disposal. No items require 
incineration. 
All WEEE items shall be disposed of within the Waste electrical and electronic 
equipment guidelines. 
 


