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The Ritherdon PVC Cabinet is electrically insulated with no conductive pathways from the inside 
to the outside of the enclosure.  The Cabinet itself can provide a layer of supplementary insulation in a 
Class II, E construction installation (BS2754-1976+A1-1977).  Therefore, the PVC Cabinet is suitable for sites 
where two different earthing systems are within touching distance or other situations where secondary 
insulation is required. 
 
All the main components of the PVC Cabinet are recyclable with well-established routes for recycling (see 
Recyclability Table). 
 
The PVC Cabinet has a reinforced structural subframe with integral lifting point, meaning that it can be 
safely lifted into place, fully populated, with a safe lifting load of 630kg including the Cabinet. 
 
Table 1 – Recyclability Table  

  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
Component 

 

 
Material 

 

 
Recycling Route 

 
Body + Door panels PVC Plastic Recycling Company 

Posts PVC & Aluminium  Plastic Recycling Company 
Subframe 4003 Stainless Steel Metal Recycling Company 

Plinth 4003 Stainless Steel Metal Recycling Company 

Backboard Wood Appropriate route 
Electrical Components EEE WEEE 

 No conductive pathways from the 
inside to the outside of the 
Cabinet. 
 

 Lifting points for safe lifting. 
 

 Multi-point locking system with 
key operated dead lock. 

Figure 1 – PVC2100 Cabinet Exterior 

Figure 2 – PVC1600 Cabinet Interior 
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The PVC Cabinet range is available following standard sizes: 
 
Table 2 - Product Range table showing dimensions of each model 

 
Optional Sideboards available: 1880 x 440 & 1880 x 890 (h x w, mm). 
 
Features and Specifications: 
 

• Max Voltage – Suitable for use in Low Voltage installations (<1000V). 
• Electrical Insulation – PVC provides excellent electrical insulation, reducing the risk of electrical 

hazards.  
• Dielectric Constant – PVC 4.0εr. 
• Dielectric Strength – PVC Min: 10 kV/mm Max: 30 kV/mm. 
• Constructed from both recycled and virgin PVC. 
• Well established recycling routes for all components of the Cabinet. 
• IP54 Rating – The enclosure is protected from limited dust ingress, and water spray from any 

direction. 
• Corrosion Resistance – PVC is resistant to a wide range of chemicals such as acids, alkalis, salts, fuel 

oils and lubricants.  
• Low Maintenance – PVC does not require sealing, painting or regular maintenance.  
• Safety – PVC is Class I fire-resistant and self-extinguishing: The is highest fire rating in BS 476-1. 
• Lock – Multi-point locking system with key operated dead lock. 
• Cable Entry – All models are open in the base for cable entry. The base must be sealed against 

water/damp ingress. 
• Plywood Backboard – 18mm backboard. Optional Sideboard. 
• Foundation – Cabinet has an optional matching plinth. 
• Lifting Lugs – Optional detachable lifting lugs, providing a lifting capacity of over 500kg. Allowing 

heavy electrical equipment to be installed prior delivery. 
 

Model 

External Dimensions Internal Dimensions Working 
Depth 

 
mm 

Cable Opening (x2) Backboard Size 

Height 
mm 

Width 
mm 

Depth 
mm 

Height 
mm 

Width 
mm 

Depth 
mm 

Width 
mm 

Depth 
mm 

Height  
(mm) 

Width  
(mm) 

PVC1250 
(500) 

1980 1400 650 1970 1250 500 470 525 400 1880 1194 

PVC1250 
(950) 

1980 1400 1100 1970 1250 950 920 525 850 1880 1194 

PVC1600 
(500) 

1980 1750 650 1970 1600 500 470 700 400 1880 1544 

PVC1600 
(950) 

1980 1750 1100 1970 1600 950 920 700 850 1880 1544 

PVC2100 
(500) 

1980 2250 650 1970 2100 500 470 950 400 1880 2044 

PVC2100 
(950) 

1980 2250 1100 1970 2100 950 920 950 850 1880 2044 
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Assembly and Prewiring: 
 
Option to fully assemble and prewire to customer requirements. This includes moulded case and air circuit 
breakers (MCCBs and ACBs) as well as surge and residual current protection (SPD and RCD), and more 
switchgear options as needed. 
 
 

Please contact our technical team if you require a more detailed report of the testing or if you 
would like to discuss any aspect of this data sheet. 
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