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Ritherdon PVC Cabinet 
Installation Instructions 

Purpose 
 
These instructions provide a detailed guide for installing the Ritherdon PVC Cabinet with its respective Plinth, 
ensuring a secure and stable installation suitable for various environments. Following these steps will help 
protect the Cabinet from environmental factors and prolong its operational life. 
 

 
Tools and Material 
 

• Spirit level 
• Screwdriver set 
• Spanner or socket set 
• Measuring tape 
• Marker or chalk 
• Fixing bolts (supplied with the Cabinet and Plinth) 
• Sealant (optional, for weatherproofing the base) 
• Protective gloves and safety glasses 
• Shovel 
• Concrete mix (recommended: ST4/C20) 

 
 

Maintenance Tips 
 
• Regularly inspect the Cabinet and Plinth for signs of wear or damage. 
• Ensure the door seal remains intact to prevent water ingress. 
• Apply lubricant to the door hinges and lock periodically. 

 
 

Step 1: Preparing the Installation Site 
 

1. Select a suitable location for the Cabinet installation, ensuring it provides easy access for maintenance 
and wiring. The location should be free from obstacles and underground utilities. 

2. Mark the area for digging by outlining the Plinth position on the ground. Ensure that the hole size 
accounts for a clearance of 100mm (4 inches) on all sides and a depth of 400mm (15.75 inches) from 
the finished ground level. 

3. Check for underground services such as electrical cables or pipes. Use a cable locator if necessary to 
avoid accidental damage during installation.  
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Step 2: Installing the Plinth 
 

1. Dig a hole according to the marked area. The depth should be 400mm from the finished ground level, 
which will allow the Plinth to sit securely and flush with the finished ground level. 

2. Ensure the finished ground level includes any surface covering such as flagging, tarmac, or block paving. 
3. Place the Plinth in the hole, making sure it is well supported by the base of the hole. Use a spirit level to 

check that the top of the Plinth is level in both directions. 
4. Adjust the position of the Plinth as needed to ensure it remains level and properly aligned. 
5. Fill the hole with concrete, packing it evenly around the sides of the Plinth. Make sure the Plinth 

remains perfectly level during the filling process. A concrete mix of ST4/C20 is recommended for this 
type of installation. 

6. Allow the concrete to be cured fully before proceeding to the next step. The curing time may vary 
depending on weather conditions, but typically it takes 24 to 48 hours. 

 

 
Step 3: Mounting the PVC Cabinet 

 
1. Once the concrete has been cured, carefully position the Ritherdon PVC Cabinet onto the Plinth. Align 

the mounting holes at the base of the Cabinet with those on the Plinth. 
2. Insert the supplied fixing bolts through the holes in the Cabinet base and into the Plinth, then tighten 

securely using a spanner or socket set. 
3. Check that the Cabinet is level and properly aligned. 
4. Ensure that the Cabinet door operates smoothly and locks securely. 

 

 
Step 4: Removal of Lifting Rails 

 
1. After completing the installation, detach the lifting rails by removing the corresponding high-tensile 

screws securing them to the Cabinet. 
2. Replace the high-tensile screws with the supplied stainless steel screws to seal the holes effectively. 
3. Fit the plastic cosmetic caps provided over the screws to ensure a clean surface finish. 

 

 
Step 5: Final Checks and Finishing 

 
1. Inspect the entire installation to ensure all bolts and screws are securely tightened. 
2. Check the stability of the Cabinet by gently applying pressure to each side. 
3. Apply sealant around the base of the Cabinet if additional weatherproofing is required. 
4. Route any cabling or equipment into the Cabinet through the designated cable entry points. 
5. Clean the exterior of the Cabinet and Plinth to remove any dirt or debris from the installation process. 
6. Ensure plastic caps are in place over all sixteen screw heads at the top of the Cabinet. 
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