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Cabinet and Plinth 
INSTALLATION INSTRUCTIONS 

Cabinet and Plinth Installation 
 

1. Determine the size of hole required based on the overall size of the plinth, size plus 100mm 
(4”) all round. The depth should be 300mm to the finished ground level – this will allow the top 
50mm of the Plinth to protrude above ground level. 

 
The finished ground level will include flagging, tarmac, block paving etc. 

 
2. Place the plinth in the hole making sure that it is well 

supported and that the top of the plinth is 50mm 
above the finished ground level. 

 
3. If necessary, adjust the position of the plinth to make 

sure the top is level in both directions. 
 
 

4. Fill the hole, in and around the plinth, with concrete. 
Make sure that the plinth remains perfectly level in 
both directions during and after the pouring of the 
concrete. We recommend a concrete mix of ST4/C20. 

 
5. Allow the concrete to cure. 

 
6. Install the cabinet using the fixings provided. 

 
Without the use of a Plinth – this is not recommended for cabinets with double doors 
(RB1250 and RB1550 Cabinet). 
 

Warranty is void if PS300s, TBS300s and RMC Cabinets are not installed on their matching 
plinths. 

 
If a concrete base is to be prepared, we recommend that it is a minimum of 100mm bigger all-round 
the cabinet and a minimum of 150mm deep. Also, 50mm above the finished ground level.  
 
It is important that the top surface of the concrete base is perfectly flat and as smooth as possible 

to prevent any ingress of water. 
 

When fitting the cabinet to the concrete base, we recommend using M8 Masonry Anchors. 
 

Condensation in cabinets can be a real problem. 
Please see our leaflet – “Sealing the bottom of a cabinet” 

http://www.ritherdon.co.uk/
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Sealing the bottom of a cabinet 

Preparation 
 

Prepare the bottom of the cabinet by removing any debris and rubbish. Make sure that whatever is in 
the space at the bottom of the cabinet or plinth is not loose. If it is loose, compact it as well as you can. 

 

 

 

 

 

 

 

Pour a layer of gravel so that it is level or just above the level of the bottom of the cabinet. Again, com-
pact the gravel as well as you can. 

 

 

 

 

 

 

 

Next, pour and spread the sand so that it is just a thin layer. The sand is intended to blind the top of the 
gravel to prevent the grout flowing through the gravel before it sets. 

So it is very important to make sure that all areas of the gravel are covered by the sand. 
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For best results, compact the sand using a tamp or a square trowel. 

Brush any loose sand off the edges of the cabinet - any loose lumps of sand can seriously effect the seal-

ing ability of the grout if not removed. 

 

Finally, mix the grout and pour to a thickness of 20 – 25mm. The grout, when mixed correctly, will self-

level, so there is no need to spread it. Please check that the grout covers the whole area and that there is 

nothing preventing it from flowing evenly across the bottom of the cabinet. 

 

 

 

 

 

 

 

Materials Required – (gravel and sand can be obtained from any good Builders Merchant) 

10mm gravel 

Building Sand 

Water 

Grout – this can be supplied by us. 

Febgrout Universal (See product data sheet Febgrout Universal) 

(Mixing ratio – 25kg of grout to 2.3 – 3.9 litres of water. Mix with a slow speed drill and paddle.) 

Equipment required: 

Shovel / spade 

Tamp or Square trowel 

Small brush (1” paint brush) 

14 litre Flexible Mixing Tub 

Drill 

Paddle 
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