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Atlas Retention Socket 
Installation Instructions 

Socket Installation 
 

1. Determine foundation requirements using the tables in the Foundation Information document. 
 
2. Excavate the hole. 

 
3. Remove the stainless-steel cover plates from the Atlas Socket. 

 
4. Measure the depth of the hole to the finished surface. 

 
5. Adjust the socket to the correct height. 

i. Remove 6off M6 Bolts & Nuts from telescopic section. 
ii. Slide the inner section within the outer section to the correct height to the nearest 25mm. 

iii. Re-insert the M6 Bolts & Nuts and tighten. 
iv. Check socket within excavated hole to ensure correct height. 

 
6. Place the Atlas Socket in the hole with the installation tube lightly clamped in position. Remove the clamp 

before inserting the installation tube. 
i. Lower the pole into the socket. 

ii. Insert one half of the clamp and mark its top level 
on the pole. 

iii. Lift the pole back out of the socket. 
iv. Loosely assemble the clamps, slide them up the 

pole to the mark and tighten them onto the pole at 
the correct level. 

v. Tighten the clamps so that the gaps between the 
two clamps are even on either side. 

vi. Lower the pole back into the socket, locating the 
clamps into the clamp plate. 

 
7. Check that the top of the socket is at the final surface level. 

8. If a duct foot or swept bend is required so that ducting can be used to 
protect the cable, fit the ducting at this stage. 

9. Check that the socket is vertical using a spirit level against the installation 
tube in two planes. 
 

Note: If the hole cannot be dug deep enough for a swept bend and a 
duct foot is used, it may be necessary to bring the cable through at this 
point. This will avoid any problems with trying to push the cable 
through later. 

Note: Please make sure that the Atlas Socket is positioned correctly in 
relation to the kerb according to current regulations. 
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10. Surround the socket with concrete, checking the verticality in two planes at 
all stages. 
 

11. Allow the concrete to cure. 

12. Finish the area around the Atlas Socket to match the surrounding pavement, 
such as tarmac, flags or block paving. 

 
13. Remove the installation tube and replace the stainless-steel cover plates if the 

pole installation is to be carried out later. 
 
 
 
 
Pole Installation 
 

1. Remove the cover plates and ‘O’ ring. 
 

2. Slide the sealing ‘O’ ring onto the pole and lower the pole into the 
socket. 

 
3. Insert one half of the clamp and mark its top level on the pole. 

 
4. If possible, lift the pole back out of the socket.  

 
5. Loosely assemble the clamps, slide them up the pole to the mark 

and tighten them onto the pole at the correct level. 
 

6. Tighten the clamps so that the gaps between the two clamps are 
even on either side.  
 

7. Ensure the screw lengths are even on either side of each clamp. 
 

8. Tighten the clamp nuts to the correct torque value (see table). 

 

ATLAS 
SOCKET 
MKII 

CLAMP 
THICKNESS 

THREADED 
BAR 

NUT 
TIGHTENING 
TORQUE 

76/89mm 12mm M6 13Nm 
115mm 12mm M8 28Nm 
140mm 12mm M8 28Nm 
168mm 15mm M10 74Nm 

Note: A ST5/C30 mix must be used for the foundation. This will 
provide a strength of 25-30 N/mm2, ensuring that neither the socket 
nor the foundation are damaged or displaced following an impact. 
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9. Lower the pole back into the socket, locating the clamps into the clamp 
plate. 

 
10. Check that the clamp height is still correct, then slide the seal over the 

clamp plate, lining the holes up with the fixing holes in the plate.  
 

11. Fit the cover plates and secure them to the clamp plate using the screws 
supplied, tightening them to compress the seal and even out the cover 
plates. 

 
 
Head to YouTube to watch a video of the Pole Installation.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

Please contact our technical team if you have any other questions 
or would like to discuss any aspect of these instructions. 

 
 

http://www.ritherdon.co.uk/
https://youtu.be/pFkUhyH4WxA?si=DHOoE0ysH24jVmHq

